
The below translations are a working example of of a single DS0, 64k pipe 
that is nailed up.   
 
The first set of translations shows how to set this up on a T-1. 
The second set of translations shows the E-1 nailup 
configuration. 
 
After entering the required translations, go to the TTP level of MAPCI 
and perform RTS on the DS0's. 
 
 
************************************************************************** 
 
T-1 Nailup 
 
************************************************************************** 
 
 
TABLE: CLLI 
NAILEDUP_3   108       24                             NAIL 
NAILEDUP_4   149       24                           NAILED 
 
TABLE: TRKGRP 
NAILEDUP_3 NU   0 NPDGP NCIT IC          64KDATA 
NAILEDUP_4 NU   0 NPDGP NCIT OG          64KDATA 
 
TABLE: TRKSGRP 
NAILEDUP_3 0    DS1SIG 
    STD 
IC NP IM N 8 12 NO NO N N N M UNEQ $ 
 
NAILEDUP_4 0    DS1SIG 
    STD 
OG NP IM 7 0 NO NO N N N 160 UNEQ $ 
 
TABLE: TRKMEM 
NAILEDUP_3             1    0        LTC   3 13  1 
NAILEDUP_4             1    0        LTC   3 14  1 
 
TABLE: NLUPCLLI 
2      NAILEDUP_3    1      NAILEDUP_4    1       Y 
 
 
********************************************************************** 
 
E-1 nailup  
 
**********************************************************************  
 
 
 
>TABLE: CLLI 
NAILEDUP   274       24                        NAILED_UP 
NAILEDUP_2   275       24                      NAILED_UP_2 
 
TABLE: TRKGRP 
NAILEDUP NU   0 NPDGP NCIT IC          64KDATA 



NAILEDUP_2 NU   0 NPDGP NCIT OG          64KDATA 
 
TABLE: TRKSGRP 
NAILEDUP 0  EURONLUP 
    STD 
IC NP IM N 8 12 NO NO N N N M UNEQ $ 
 
NAILEDUP_2 0  EURONLUP 
    STD 
OG NP IM 7 0 NO NO N N N 160 UNEQ $ 
 
TABLE: TRKMEM 
NAILEDUP             1    0       PDTC   0  1  1 
NAILEDUP_2             1    0       PDTC   0  5  1 
 
TABLE: NLUPCLLI 
1        NAILEDUP    1      NAILEDUP_2    1       Y 


